FX LUMINAIRE DURO STRATO FIXTURE, AS WITH
ANY PATH LIGHT LOCATE IN PLANTER AREAS
ONLY. DO NOT INSTALL IN OPEN TURF AREAS
WITHOUT FOOTER WITH PROTECTIVE PAD.

FX LUMINAIRE DURO STRATO FIXTURE
SEE LIGHTING PLAN FOR WATTAGE,
RISER HEIGHT AND COLOR.

FX LUMINAIRE POST MOUNT
SEE PLAN FOR TOP COLOR

CAP 1/4— 1/2"
ABOVE GRADE

FINISHED GRADE X

USE CUSTOM SIZE PIPE T
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SUPPLIED BY FX LUMINAIRE

LOW VOLTAGE CABLE WITH
LITESPLICE, LEAVE 18" MIN.
LOOP COILED BELOW FIXTURE
FOR SERVICE
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FX LUMINAIRE DETAIL



FX LUMINAIRE DURO STRATO FIXTURE, AS WITH
ANY PATH LIGHT LOCATE IN PLANTER AREAS
ONLY. DO NOT INSTALL IN OPEN TURF AREAS
WITHOUT FOOTER WITH PROTECTIVE PAD.

FX LUMINAIRE DURO STRATO FIXTURE
SEE LIGHTING PLAN FOR WATTAGE,
RISER HEIGHT AND COLOR.
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FX LUMINAIRE POST MOUNT
SEE PLAN FOR TOP COLOR
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FX LUMINAIRE DURO STRATO FIXTURE, AS WITH
ANY PATH LIGHT LOCATE IN PLANTER AREAS
ONLY. DO NOT INSTALL IN OPEN TURF AREAS
WITHOUT FOOTER WITH PROTECTIVE PAD.

FX LUMINAIRE DURO STRATO FIXTURE.
SEE LIGHTING PLAN FOR WATTAGE,
RISER HEIGHT AND COLOR.
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FX LUMINAIRE DURO STRATO FIXTURE, AS WITH
ANY PATH LIGHT LOCATE IN PLANTER AREAS
ONLY. DO NOT INSTALL IN OPEN TURF AREAS
WITHOUT FOOTER WITH PROTECTIVE PAD.

FX LUMINAIRE DURO STRATO FIXTURE,
SEE LIGHTING PLAN FOR WATTAGE,
RISER HEIGHT AND COLOR.
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FX LUMINAIRE CDN MOUNT

FINISHED GRADE

LOW VOLTAGE CABLE WITH
LITESPLICE, LEAVE 18" MIN.
LOOP COILED BELOW FIXTURE
FOR SERVICE
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