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® FX: 63.64.65.36

Luminaire: 0.10.11.34

Learn more about FX Luminaire up lights. Visit: fxl.com

RL: Up Light
Lighting Effects with the RL
To wall wash with the RL, the  
fixtures should be installed 
12-18" from the base of the wall, 
6-8' on center, thereby creating 
an even illumination. 

Note: This fixture is designed for  
up lighting only.

The RL is specifically designed to gently illuminate 

small scale plant material, rocks and short garden 

walls. The halogen lamp model offers a high-efficiency 

white light, while the xenon lamp produces a mellow 

golden light that enriches earth tones.
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Incandescent Up Lights



ORDERING INFORMATION
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® FX: 63.64.65.36

Luminaire: 0.10.11.34

* May require longer lead time

RL: Up Light
METALS

CU = Copper

NP = Nickel Plate*

POWDER COAT

WG = White Gloss

FW = Flat White

AL = Almond

BZ = Bronze Metallic

DG = Desert Granite

WI = Weathered Iron

VF = Verde Speckle

SB = Sedona Brown

FB = Flat Black

FIELD INSTALLED OPTIONS:  Order Individually  

Mounts

Super Slot Spike (753900) 2" x 10" Included 6

Long Slot Spike (250015840000) 2.5" x 10" 

SuperJ-Box (SJ-XX**) 2.5" x 12"

Post Mount (PM-XX**)  2.5" x 13"

Super  
Slot  

Spike

Long Slot 
Spike

Super  
J-Box XX**

Post  
Mount 

XX**

FACTORY INSTALLED OPTIONS:  Order 1 + 2 + 3

Step Description                Code

1 FIXTURE RL

2 LAMP 10 (10,000 Hr Xenon), 20 (5,000 Hr Xenon), 10H, 20H (2,000 Hr Halogen)

3 FINISH CU, NP, WG, FW, AL, BZ, DG, WI, VF, SB, FB

EXAMPLE:  RL-20H-NP = RL - 20W Halogen - Nickel Plate Finish

The RL includes choice of  
xenon or Halogen lamp, 
frosted or clear lens, choice of 
finish, and a Super Slot Spike.

INCANDESCENT

3YJ8

** Denotes finish code


